
LIN 220 40

Hot Water Circulation Type

Rated Power  
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مناسب براى سیستم هاى گرمایش و سرمایش خانگى، صنعتى،
سیستم هاى تهویه مطبوع، مناسب جهت انتقال مایعات در فشار پایین 

LIN/ In-line Centrifugal Pumps in Cast Iron

MT

Three Phase

Single Phase

Inlet And Outlet Diameter (mm)

0

14 10 6

7.6 7.5 6.2 5.7 4.3

15.2

19

10

17.2

13 11.5

7.8
15.8 14.4

18.3

22.4

28.2

8
17

20
25

30

4 62 8 10 12 16

66.6 100 133.3 166.6 200 266.6 333.3 466.6400 533.3

20 24 28 32

LIN 

LIN 

LIN 

LIN 

25-40M

25-50M

40-50M

110-50M

LIN 150-40 T

LIN 220-40 T

min
lit

m h
3

19.3

24

29

21.2

27.3

16

20

26.2

33.3

25

8.3

13.8

17.1

24

2

4.7

10.3

14.1

21.2

1

6

10.4 7

18.1 15

2.3

10.4 6



LIN 

1
2
3
4
5
6
7
8
9

10

Capacitor
Upper Bearing
Motor 
Motor Casing
Motor Shaft
Lower Bearing 
Mechanical Seal 
Pump Casing
Impeller 
Discharge

SSH 50 10 0.75 M WC X F

Submersible Sewage class H

Discharge (mm)

3Rated capacity (m /hr)

Motor power (kW)

F Float switch

X ability to 
have a flange

WC with Cutter
M Single phase
T Three phase

{

Nomenclature

Pump schematic & Components

rpm

 
Submersible Sewage Electropumps in Cast Iron with Non clog single channel Impeller (LIN) (with cutting action)
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LIN/ In-line Centrifugal Pumps in Cast Iron
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Pump schematic & Components

Submersible Sewage Electropumps in Cast Iron with Non clog single channel Impeller (LIN) (with cutting action)
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LIN/ In-line Centrifugal Pumps in Cast Iron
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Dim.(mm)
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Discharge (mm)

3Rated capacity (m /hr)

Motor power (kW)

F Float switch

X ability to 
have a flange

WC with Cutter
M Single phase
T Three phase
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Submersible Sewage Electropumps in Cast Iron with Non clog single channel Impeller (LIN) (with cutting action)
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LIN/ In-line Centrifugal Pumps in Cast Iron


